
Target markets
• Healthcare

Recommended applications
•	Flexible medical overtape to secure glucose 

monitors (CGMs), insulin pumps, pulse oximeters, 
IV and catheter tubing, wiring, ostomy bags, and 
other long-wear skin-adhered devices on intact skin 

Benefits

Soft, conformable, and comfortable
• 2.4 mil non-woven polyester (NWP) flexes and 

stretches with movement
• Flesh color blends in with all types of skin tones
• Maintains comfort without compromising wear time   

Secure, skin-safe adhesion for 30+ days
•	H-30 biocompatible high-tack adhesive 

strengthens over time
• Shower safe and built for long-term wear
• Adheres to low-surface energy (LSE) materials

Designed for diaphoretic or hairy skin
•	Performs on sweaty or hairy skin types
•	H-30 skin-friendly adhesive meets ISO 10993 

standards (passes irritation, sensitization,  
and cytotoxicity)

Sterilization compatibility
• Compatible with EtO and Gamma sterilization

Rely on Flexcon - your trusted partner

Proven performance
•	A tailored solution to meet the needs of 

medical device OEMs and converters — with 
patient comfort in mind

Quality assurance
•	Stringent requirements on raw material quality 

and performance criteria
•	No raw component substitutions without a 

six-month change notification

Technical expertise
•	Dedicated support from recommendation to 

qualification to scale-up

Flexcon Company, Inc.  |  1 Flexcon Industrial Park  |  Spencer, MA 01562-2642
+1 (508) 885-8200  |  flexcon.com

Flexcon® DermaFlex™ NWP 240 Flesh H-30 Spec 50K-8
For 30+ day long-term wear

For samples, technical support, or ordering information, call 1 (508) 885-8200 (NA),  
+44 1592 663 200 (EU).
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